
CYAN MAGENTA YELLOW BLACK

BALL BEARING COMPONENTS 

Note: MDL "D" Style Ball Bearing Components are designed to be interchangeable
          with ball bearing components from "Danly/IEM" of the same size and type.

"Danly/IEM" is a registered trademark of Connell Limited Partnership. MDL Mold & Die Components, Inc. 
is not connected, in any way, to Danly/IEM or Connell Limited Prtnership.

0
9

/
0

9
  
- 
 D

V
E

.0
2

3
.0

0
1

MDL Mold & Die Components Inc.
4520 Progress Drive - Columbus - Indiana 47201 - 8819

Phone: 1-800-574-0059 or 1-812-373-0021 - Fax: 1-812-373-0042 

   www. mdlcomponents.com - sales1@ .commdlcomponents

MDL - Máquinas Danly Ltda.
São Paulo - SP - Brasil

MDL Rodis S.A.S.
Soutz - 68 - França

MDL de México S.A. de C.V.
Queretaro - QRO - México

MDL Mold & Die Components Inc.
Columbus - IN - USA

Porter Besson S.A.S.
Serre les Sapins - 25 - França

"D" STYLE
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Selection of Ball Bearing Bushings
(Straight or Demoutatable) and Cages
for Type 2 is based on Guide Post
diameter and stroke of tool using chart
of page 31:

1. Select desired Guide Post 
    diameter "D1".

2. Select required stroke of tool "C"
    (don't forget to add grinding allowance
    of tool to press stroke).

3. Move down the stroke column until
    you reach the color of desired 
    operating conditon.

4. Move horizontally to the left to select
    the length of Ball Bearing Bushing
    (Straight or Demountable) and Cage.

On Type 2, each Ball Bearing Cage
length corresponds to one Ball Bearing
Bushing length.

Caution: Length of Ball Bearing Bushing
is limited by space available between
the plates of the Die Set (don't forget to
consider "T" for Demountable Guide Post).
To check interference, use formula on 
page 28 label as "CAUTION".

Operating
Conditions

Guide Post Lenght

 

calculation see page 28.

30

Type 2: The cage pre-load can vary from partial
pre-load up to totally free, according to selected
conditions.

TYPE

 

1

TYPE 2

SLEEVE BUSHING

DESMOUNTABLE
BUSHING

3

Metric Index

Bore Sizes

Type 1 Selection Data and Chart

Type 2 Selection Data and Chart

Stripper Plate Ball Bearing Cages

Stripper Plate Ball Bearing Bushings

Ball Bearing Cages

Demountable Ball Bearing Bushings

Straight Sleeve Ball Bearing Bushings

Demountable Guide Posts

Straight Guide Posts
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Type 2 Operating Conditions
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BUSHING

STRAIGHT SLEEVE
BALL BEARING

Retainer Assembly

4

Retainer Assembly
Type 1 Type 2 

60 - 64 HRc
Case  Hardened

CAUTION:

Tool design with Ball Bearing Components for a certain press
stroke should never be used in a press with bigger stroke.

It may be used in a press with smaller stroke.

BALL CAGE

BALL BEARING
DEMOUNTABLE

To Be Use With

BUSHING

TYPE 2

BALL CAGE

TYPE 1

C05.DDD.000 C06.DDD.000

Examples

Straight Ball Bearing Guide Post
Type 1 Bushing & Ball Cage

Selection Chart
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MDL Straight Ball Bearing Guide Posts feature bearing quality 
alloy steel, case hardened, precision ground with a smooth 
surface finishing that assures free-rolling of cage balls and 
extend life of components.

All MDL Straight Ball Bearing Guide Posts are drilled and 
tapped at the bottom end, which is used for mounting 
the Ball Cage Retainer Assembly.

M

To select Guide Post Length, see page 14.

DL Straight Ball Bearing Guide Posts are supplied with Type 2
Retainer Assembly.
If Type 1 Retainer Assembly is required, please advice.

MDL recommends that Straight Ball Bearing Guide Posts should 
be pressed at least 1.5 x its nominal Diameter (D1) into 
Punch Holder. Never less than 1.0 x Diameter.

BLACK
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1 1

 

1/4 1

 

1/2 2 2 1/2 3

1/4 NC 5/16 NC

P17.008.013

3/8 NC 1/2 NC 5/8 NC

0.22

CATALOG NUMBER

P17.008.017

P17.008.015

P17.008.018

P17.008.019

P17.008.020

P17.008.021

P17.008.022

P17.008.023

P17.008.024

P17.008.026

P17.008.028

P17.010.017 P17.012.017

P17.012.020

P17.010.019

P17.010.021

P17.010.022

P17.008.030

P17.008.032

P17.008.034

P17.008.036

P17.010.023

P

P17.010.026

17.010.024

P17.010.028

P17.010.030

P17.010.032

P17.010.034

P17.010.036

P17.010.040

P17.010.044

P17.010.048

P17.012.023

P17.012.024

P17.012.026

P17.012.028

P17.012.030

P17.012.032

P17.012.034

P17.012.036

P17.012.040

P17.012.038

P17.012.042

P17.012.044

P17.012.046

P17.012.048

P17.012.050

P17.012.052

P17.012.056

P17.014.020

P17.014.023

P17.014.026

P17.014.028

P17.014.030

P

P17.014.032

17.014.034

P17.014.036

P17.014.038

P17.014.040

P17.014.042

P17.014.044

P17.014.046

P17.014.048

P17.014.050

P17.014.052

P17.014.056

P17.014.060

P17.014.068

P17.016.023

P17.016.026

P17.016.029

P17.016.030

P17.016.031

P17.016.032

P17.016.034

P17.016.036

P17.016.038

P17.016.040

P17.016.042

P17.016.044

P17.016.046

P17.016.048

P17.016.050

P17.016.052

P17.016.056

P17.016.060

P17.016.064

P17.016.068

P17.016.072

P17.020.032

P17.020.035

P17.020.038

P17.020.040

P17.020.044

P17.020.048

P17.020.052

P17.020.056

P17.020.068

P17.020.072

P17.020.080

P17.024.034

P17.024.037

P17.024.040

P17.024.044

P17.024.048

P17.024.052

P17.024.056

P17.024.068

P17.024.080

5

1 3/4

P17.DDD.LLLStraight Ball Bearing Guide PostGuide Post Lenght Selection

28

For Straight Guide Post, if calculated length (L) is not available:
Select the immediately longer Guide Post and cut it or select the
im ediately shorter Guide Post and press it on the Punch Holder
of Die Set until exact length is obtained.

For Demountable Guide Post, if calculated length (F) is not available:
Select the immediately shorter one.

NB: Demountable Guide Post should never be cut.

Demountable Guide Post

F<H

 

- J - h - C + E - C

Demountable Bushing

Straight Guide Post

NB: h=h1 (for type 1); h=h2 (for type 2); for E see page 21; for T see page

 

19; J1=J2=4

H>C2+Lb

2L=H - h - J F<H - h - J -

 

C2 L=H

 

-

 

J

 

-

 

h

  

-

 

C

  

+

 

E12

CAUTION:

1

Demountable Guide Post

Straight Sleeve Bushing

Straight

 

Guide

 

Post

211

Selection of Ball Bearing (Straight or Demountable) and Cages for

 

type1 is based on Guide Post diameter and stroke of tool using
chart of page 29:

1. Select desired Guide Post diameter "D1".
2. Select required stroke of tool "C" (don't forget to add grinding allowance of tool to press stroke).
3. Move down the stroke column until you reach the

 

color area corresponding to the Guide Post diameter used. Up to 2" diameter,
each color corresponds to one Ball Bearing Cage

 

length available. Choose the Ball Bearing Cage that best suites your tool. Long
Cages provide longer life.

4. Move horizontally to select the leng ht of Ball Bearing Bushings

 

(Straight

 

or Demountable). Maximum length of Ball Bearing
Bushings is limited by space available between the plates of the Die Set (dont' forget to consider "T" for Demountable
Guide Post and die grinding allowance). To check interference, use

 

formula

 

above label as "CAUTION".

NB: Demountable Ball Bearing Bushings La = E + F

T

Mounting position:
The retainer assembly 
holds the Cage. op point of tool stroke Low point of tool stroke

Type 1: The Cage is under full pre-load during the entire
stroke of the tool.

H>C2+Lb+TCAUTION: H>C1+C2+F'CAUTION: H>C1+C2+F'+TCAUTION:

18,5

D1

a

h1

h2

15,5

12,5

16,010,49,3

5,8 6,9

12,611,5

8,0 9,1

14,0

25 32

14,5

5040

14,5

15,0

8063

BLACK

Calculations for Guide Post Length (L for St aight, F for Demountable)r
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CLAMP ARRANGEMENTS

Case Hardened
60 - 64 HRc

6

 

Type 2
Retainer Assembly

Type 1
Retainer Assembly

C05.DDD.000 C06.DDD.000

Demoutable Ball Bearing Guide Post Bore Sizes

DEMOUNTABLE BALL BEARING BUSHING B41/43

STRAIGHT SLEEVE BALL BEARING BUSHING B30

DEMOUNTABLE GUIDE POST P21

D

2D

D1

D

2D

D1

D

D1

27

STRAIGHT GUIDE POST P10

39,971
39,955

24,976
24,963D

1D

 

31,971
31,955

62,965
62,946

49,971
49,955

5445 65 81 95

54

32

54,000
54,01945,016

45,000
65,019
65,000

81,022
81,000 95,000

95,022

54,019
54,000

45

25

45,016
45,000

65

40

81

50

65,019
65,000

81,022
81,000

95

63

3225 40 50 63

95,022
95,000

80

79,963
79,944

25 32 6340 50 80

31,971
31,95524,963

24,976 62,965
62,94639,955

39,971 49,971
49,955 79,944

79,963

25 32 6340 50 80

80

112

112

112,000
112,022

112,000
112,022

Bore for MDL Guide Posts and Bushings should be precision bored, smooth 
and free from toll marks to provide proper bearing area.

Ball Bearing 

BUSHING

STRAIGHT SLEEVE
BALL BEARING

BALL CAGE

BALL BEARING
DEMOUNTABLE

To Be Use With

BUSHING

BALL CAGE

TYPE 2

TYPE 1

Examples

MDL Demountable Ball Bearing Guide Posts feature bearing
quality alloy steel, case hardened, precision ground with a
smooth surface finishing that assures free rolling of cage balls
and extended life components.

All MDL Demountable Ball Bearing Guide Posts are drilled and
tapped at both ends. The bottom end tap is used for mounting
the Ball Cage Retainer Assembly.

MDL Demountable Ball Bearing Guide Posts are supplied 
with Type 2 Retainer Assembly, Clamps and Screws.
If Type 1 Retainer Assembly is required, please advice.

To select Guide Post Length, see page 14.

BLACK

 



32 1/221 3/41 1/21 1/41D1

D 1 5/16 1 9/16 1 7/8 2 1/4 2 1/2 3 1/32 3 1/2
E
d
m

Qty

CLAMPS

SCREWS

M
N
Q
Q
T

F

2.50

2.75

3.00

3.25

3.50

3.75

4.00

4.25

4.50

4.75

5.00

5.25

5.50

5.75

6.00

6.25

6.50

6.75

7.00

7.25

7.50

7.75

8.00

8.25

8.50

8.75

9.00

9.25

9.50

9.75

10.00

10.25

10.50

10.75

11.00

11.25

11.50

12.00

12.25

13.00

13.25

14.00

14.25

14.50

15.00

15.25

16.00

17.50

18.00

12.50

1.1875 1.4375 1.6875 1.9375 2.4375

3 4

0.2756

CATALOG NUMBER

P26.008.010

P26.008.011

P26.008.012

P26.008.013

P26.008.014

P26.008.015

P26.008.016

P26.008.017

P26.008.018

P26.008.019

P26.008.021

P26.008.023

P26.008.025

P26.008.027

P26.008.029

P26.008.031

P26.010.013

P26.010.014

P26.010.015

P26.010.016

P26.010.017

P26.010.018

P26.010.019

P26.010.021

P26.010.023

P26.010.025

P26.010.027

P26.010.029

P26.010.031

P26.012.013

P26.012.014

P26.012.015

P26.012.016

P26.012.017

P26.012.018

P26.010.035

P26.010.039

P26.010.043

P26.012.050

P26.012.046

P26.012.044

P26.012.042

P26.012.040

P26.012.038

P26.012.036

P26.012.034

P26.012.032

P26.012.030

P26.012.028

P26.012.026

P26.012.24

P26.012.022

P26.012.020

P26.014.015

P26.014.016

P26.014.017

P26.014.018

P26.014.019

P26.014.021

P26.014.023

P26.014.025

P26.014.027

P26.014.029

P26.014.031

P26.014.033

P26.014.035

P26.014.039

P26.014.043

P26.014.037

P26.014.041

P26.014.045

P26.014.049

P26.014.053

P26.014.057

P26.014.061

P26.016.017

P26.016.018

P26.016.019

P26.016.021

P26.016.023

P26.016.020

P26.016.022

P26.016.024

P26.016.026

P26.016.028

P26.016.030

P26.016.032

P26.016.034

P26.016.036

P26.016.038

P26.016.040

P26.016.042

P26.016.044

P26.016.052

P26.016.048

P26.016.064

P26.016.060

P26.016.056

P26.024.058

P26.020.060

P26.020.072

P26.020.024

P26.020.026

P26.020.028

P26.020.032

P26.020.036

P26.020.040

P26.020.044

P26.020.048

P26.024.070

P26.024.024

P26.024.026

P26.024.030

P26.024.034

P26.024.038

P26.024.042

P26.024.046

B01.006.000 B01.008.000

13/16 63/64 1 1/8 1 19/64 1 27/64 1 43/64 1 59/64
1.1436 1.4247 1.5622 1.7309 1.8540 2.1009 2.3484
0.8210 0.9660 1.0363

1.4251 1.5135 1.6903 1.8671

3

1

2

0.708

1/4 NC 5/16 NC 3/8 NC 1/2 NC 5/8 NC

7

0.606
1.1090 1.3602 1.4820

A25.008.006
(1/4-20 X 3/4)

A25.010.006
(5/16-18 X 3/4)

P26.DDD.FFFClamp and Component Parts Demountable Ball Bearing Guide Post

18,3

B02.006.000

14,5

B01.006.000

SCREWS

B

D

C

Cat. N°

A

B01.008.000

19,8

4,9

9,5

15,915,9

8,7

4,9

15,5

10,0

5,0

USED WITH ASSEMBLY TYPE

C01.025.001

C01.032.001

C01.040.001

C01.050.001

C01.063.001

C01.080.001

50

80

63

25

40

32

POST
DIA.

C02.040.001

C02.032.001

C02.025.001

C02.080.001

C02.063.001

C02.050.001 C02.050.002

C02.080.002

C02.063.002

C02.040.002

C02.032.002

C02.025.002

1 2

Retaining
Washer Type 1

Retaining
Washer Type 2

Bushing
Type 2

Snap Ring
Type 2

Snap Ring
Type 3

Type 1
Retainer

Assembly
(Screw

and Washer)

Type 2
Retainer

Assembly
(Screw,
Washer,

Bushing and
Snap Ring)

2

C01.025.000

C01.032.000

C01.040.000

C01.080.000

C01.063.000

C01.050.000

C02.040.003

C02.032.003

C02.025.003

C02.080.003
_

C02.063.003
_

C02.050.003

21&

C02.050.000

C02.063.000

C02.080.000

C02.025.000

C02.032.000

C02.040.000

2 3

Retainer Assembly

C03.050.001

C03.040.001

C03.032.001

C03.025.001

Lubric ation Recomendation

MDL Ball Bearing Components, under
normal operating conditions, should
be lubricated using mineral oil of
viscosity 66,0/75,0 cSt at 40ºC
once every eight hours shift.

This lubricant may be applied by
spry or clean brush.

26

A06.006.020
(M6 X 20)

A06.008.020
(M8 X 20)

A06.010.025
(M10 X 25)

A06.012.030
(M12 X 30)

A07.016.035
(M16 X 35)

A07.020.040
(M20 X 40)

A05.006.016 A05.008.020
(M6 X 16) (M8 X 20)

A05.006.012
(M6 X 12)

Screw
DIN 7380
DIN 7984

A06 A07

Clamps

BLACK



32 1/2

B35.024.027

B35.024.024

B35.024.030

B35.024.034

B35.024.038

B35.020.027

B35.020.030

B35.020.034

B35.020.038

B35.020.024

21 1/2

B35.014.014

B35.014.017

CATALOG  NUMBER

1 3/4

B35.014.036

B35.014.028

B35.014.032

B35.014.020

B35.014.022

B35.014.024

B35.016.019

B35.016.028

B35.016.036

B35.016.032

B35.016.025

B35.016.022

B35.016.016

B35.024.042

4 1/43 3/4

B35.020.042

2 1/2 2 3/4 3 1/4

B35.016.040

1 1/4

B35.010.014

B35.010.018

B35.010.016

B35.010.012

60 - 64 HRc

B35.008.010

1

B35.008.018

B35.008.016

B35.008.014

B35.008.012

B35.010.024

B35.010.020B35.008.020

2.50

D

Lb
1

4.50

3.75

4.25

4.00

3.50

3.00

6.25

6.75

6.00

5.50

5.00

9.00

9.50

7.50

8.50

8.00

7.00

4.75

Case  Hardened

2 1/81 7/8D2

8

10.50

10.00

B35.012.028

B35.012.032

B35.012.022

B35.012.024

B35.012.020

B35.012.012

B35.012.015

B35.012.018

TYPE 1

TYPE 2

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 
BALL BEARING

GUIDE POST

To Be Use With

BALL CAGE

BALL CAGE

bB35.DDD. LLb bL

ExamplesTo Be Use With

BUSHING

STRIPPER PLATE
BALL BEARING

TYPE 1
BALL CAGE

GUIDE POST
STRAIGHT

GUIDE POST
DEMOUNTABLE 

BALL CAGE
TYPE 2

C13.050.080

C13.040.063

C13.040.052

C13.050.100

25

40 50

TYPE 3

C13.032.040

C13.032.052

Lc

40

63

80

52

125

C13.025.040

C13.025.052

25D1 32

CATALOG NUMBER

BUSHING

STRAIGHT SLEEVE
BALL BEARING

BUSHING
BALL BEARING
DEMOUNTABLE

TYPE 3

X 4,2 4,9 5,7 6,7

C03.DDD.001

Snap Ring
For Type 3 Cage

Selection of Stripper Plate Ball Bearing Cage is based on Guide Post diameter, stroke of Stripper 
Plate (C) in relation to Plate where Guide Post is attached and length of Stripper Plate Ball 
Bearing Bushing used, according to the following formula:

                                                     Lc > C + E + 10 + X
                                                              2

Stripper Plate Ball Bearing Cages C13.DDD.LcLcLcStraight Sleeve Ball Bearing Bushings

Examples

MDL Straight Sleeve Ball Bearing Bushings should not be press-fit since close-in may occur.
If properly installed, no honing is necessary.

MDL recommends that Straight Sleeve Ball Bearing Bushings should be installed using Loctite 603.
             

For selection of appropriate Sleeve or Demountable Ball Bearing Bushing length, see page 15 when using with Cage
                  type 1, or page 17 when using Cage type 2.
        

Assembly Instructions:
 

1.Press Guide Posts into Punch Holder Plate. End of Guide Posts with drill and tapped hole should not be pressed in.
For D emoun table  Ball  Bearing Guide Posts use  Cla mps a nd Sc rews sup plied .        

 2  .Be  sure Guide Po sts a re perpe ndicul ar to th e su rface of the  Punch H older (0.0 0 1 in 6 inches).
3.Mo unt B all Bea ring C age s on the Guide P osts using R et aine r Asse mbly su pplied.   
4.Place D ie S hoe on  a flat su rfa ce.  For Big Die S ets w e recomm end using two horses to keep the bores accessible on both ends.
5.Place on  Die Sh oe tw o p arallels  havi ng h eig ht as clos e as possible Minim um Shut H eig ht.       
6.Degre ase Sle eve a nd D ie Shoe  Bore us ing app ro priate so lvent and wipe care fully. 
7.Apply a th in laye r of L oct ite 603 on t he Bo res and Slee ves.    
8.Positio n the Sleev e i nto Bor e.      
9.Bring th e Pu nch Ho lder into position until it rests on the two parallels.
10.Che ck th at the Sleeves are in the rig ht p os ition.    
11.Allow  the r equ ired time to  ha rden : 4 h ours at 72°F. Do not use Die Set during hardening process.

                 

BLACK

63 80

C13.025.063

C13.025.080

C13.032.063

C13.032.080

100

140

C13.040.080

C13.032.100 C13.040.100

C13.040.125

C13.050.063

C13.050.125

C13.063.100

C13.063.125

C13.080.140

C13.080.125



Demountable Ball Bearing Bushings

0.708

2.8253

1.8117

2.5499

1.65281.5222

2.3237

1.3961

2.1053

1.3340

1.9979

1.2070

1.77781.6686
1.1439

CLAMP ARRANGEMENTS

3

B46.016.008

2

B46.014.007

CATALOG NUMBER

1 3/4 2 1/2

B46.024.019

B46.024.022

B46.024.016

B46.016.014

B46.016.011

B46.016.020

B46.016.017

B46.014.010

B46.014.013

B46.020.016

B46.020.019

B46.020.022

B46.010.007

1 1/4

F

1.25

2.00

1.75

1.50

1D1

B46.008.005

B46.008.007

B46.010.011

2.50

2.75

3.50

3.25

3.00

4.25

4.75

5.00

5.50

4.00

B46.008.011

2.25 B46.008.009 B46.010.009 B46.012.009

B46.012.012

B46.012.014

B46.012.006

1 1/2

4 1/4

4 3/4

4.908

4

4.283

4 1/8

3 3/4

1.9375

2 11/16

3.08182.7639

2 5/16

3 1/4

3 5/8

3.783

2 7/8

2 1/2

1.4375

3.033 3.283

2 3/4

3 1/8

1.6875

2 5/64

2.5026

1 45/64

2.1264 2.2505

1 27/32

A25.010.006

B01.008.001

3

1.1875

2 3/8

2.533

2 1/82

3D

D

Qty

E

D4 2.283

1 7/8

2 1/8

1 15/32

1.8722

M

SCREWS

2

1

Q

Q
N

T

1.7462

1 11/32

CLAMPS

60 - 64 HRc
Case  Hardened

9

(5/16-18 X 3/4)

B43.DDD.LaLaLa B46.DDD.FFFStripper Plate Ball Bearing Bushings

ExamplesTo Be Use With

GUIDE POST
STRAIGHT

GUIDE POST
DEMOUNTABLE 

TYPE 2
BALL CAGE

BALL CAGE
TYPE 1

TYPE 3
BALL CAGE

50

CLAMP ARRANGEMENTS

CATALOG NUMBER

40

B43.040.039

93

79

81

36,8

61,4

56,4

53,0

B02.006.000

B43.040.046

B43.040.054

75

64

65

32,3

52,4

44,0

48,6

4

B43.050.046

B43.050.054

B43.040.042

STRAIGHT
SLEEVE BALL

BEARING
BUSHING

For Type 3 Cage
Snap Ring

32

Case  Hardened
60 - 64 HRc

25

B43.025.035

B43.025.030

63

50

54

29,3

46,5

43,4

38,0

43

54

45

27,0

42,1

39,6

33,5

3

24

D1

E

20

25

29

2

3D

D4

D

N
Q

1

2
Q

M

36

44

Qty

CLAMPS

SCREWS

32

B43.032.035

B43.032.030

B43.032.042

DEMOUNTABLE
BALL BEARING

BUSHING

B43.032.039

A05.006.012
(M6 X 12)

C03.DDD.001

ExamplesTo Be Use With

TYPE 1

TYPE 2

BALL BEARING

GUIDE POST

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 

BALL CAGE

BALL CAGE

BLACK



C11.DDD.L cL Lc c
cC12.DDD.L Lc cL

Ball Bearing Cages
Type 1 & 2

D1 25 32 40 50 63 80

C11.025.036

C11.025.048 C11.032.048

C11.032.036

C11.040.048

C11.040.060

C11.050.070

C11.050.084

C11.063.098

L Sc

36 11.5

48 17.5

60 23.5

70 28.5

84 35.5

42.598

CATALOG NUMBER TYPE 1

23

X

C12.025.055

C12.025.070

C12.025.090

C12.025.100

C12.032.070

C12.040.070

C12.040.085

C12.032.090

C12.032.105

C12.040.105 C12.050.105

4.2 5.8 7.0 8.5

L S

55 27

70
35

36

85 43

90
42

43

100
50

105
51

110
60

115

61
120

125
70

71

135
80

81

140 71

145
72

91

150 81

155 103

160 91

165 82

170 103

180 92

185 116

190 105

195 128

205 117

215

CAUTION:

Tool design with Ball Bearing Components for a certain press stroke should never be used in a press with
bigger stroke.

It may be used in a press with smaller stroke.

130

C12.025.110

C12.032.115

C12.032.125

C12.032.135

C12.040.115

C12.040.125

C12.040.135

C12.040.145

C12.040.155

C12.050.120

C12.050.140

C12.050.150

C12.050.160

C12.050.170

C12.050.185

C12.050.195

C12.063.145 C12.080.145

C12.063.165

C12.063.180

C12.063.190

C12.063.205

C12.063.215

C12.080.165

C12.080.180

C12.080.190

C12.080.205

C12.080.215

CATALOG NUMBER TYPE 2c

C11.080.098

Ball Bearing Cages

STRAIGHT
BALL BEARING

ExamplesTo Be Use With

TYPE 1

PRE-LOAD
TYPE 1

STRAIGHT SLEEVE
BALL BEARING

BUSHING
GUIDE POST

BALL BEARING
DEMOUNTABLE

BUSHING

BALL BEARING
DEMOUNTABLE

TYPE 2
PRE-LOAD RELIEVED

TYPE 2

Retainer Assembly
Type 2 

MDL Ball Bearing Cages are manufactured from aluminum alloy heat 
treated tubing with tough and wear-resistant properties. Balls are 
made of bearing quality alloy steel through hardened and thoroughly 
inspected.

Operating Conditions:

Type 1:

In this condition at the top end of the stroke, the Guide Post does not 
leave the top end of the Bushing and the entire Cage remains under
pre-load. At the bottom end of the stroke, the lower end of the Guide 
Post and the Retainer Assembly can leave the lower end of the Cage.

On type 1 condition, the Cage remains under full pre-load contact with 
the Guide Post and the Bushing during the entire length of the stroke.

Type 2:

In this condition at the upper end of the stroke, the Guide Post may 
leave the top end of the Bushing. When this happens the Cage starts 
to travel with the Guide Post. At the bottom end of stroke, the Guide 
Post and the Retainer Assembly cannot leave the lower end of the 
Cage due to a Snap Ring.

On type 2 condition, the Cage remains under pre-load with the Guide 
Post and the Bushing only when the lower end of the Guide Post 
goes below the top end of the Bushing.

To select Ball Bearing Cages length, see page 15 when using with 
Cage type 1, or page 17 when using with Cage type 2.

GUIDE POST

10

Type 1 
Retainer Assembly

TYPE 1

TYPE 2

C05.DDD.000 C06.DDD.000

BLACK



C25.DDD.L
C26.DDD.L

LL
LCL

C

C

C

C

C

CATALOG NUMBER TYPE 1

1 3/41 1/4 1 1/2 2 2 1/2 31

C25.010.008

C26.010.011

C26.010.013

C26.010.015

C26.010.016

C26.010.017

C26.010.019

C26.008.008

C26.008.010

C26.008.012

C26.008.013

C26.008.014

C26.008.015

C25.008.008

C25.008.006 C25.010.006

C25.012.008

C25.012.010

C26.012.011

C26.012.014

C26.012.017

C26.012.018

C26.012.020

C26.012.022

C26.012.024

C25.014.010

C25.016.014

C26.016.015

C26.016.018

C26.016.021

C26.016.023

C26.016.024

C26.016.026

C26.016.028

C26.016.030

C25.020.016

C26.020.023

C26.020.026

C26.020.029

C26.020.031

C26.020.033

C26.020.035

C25.024.016

C26.024.023

C26.024.026

C26.024.029

C26.024.031

C26.024.033

C26.024.035

C25.016.012C25.014.012

C26.014.013

C26.014.016

C26.014.019

C26.014.021

C26.014.023

C26.014.025

C26.014.027

L Sc

D1

0.25000.1875 0.3750

11

L Sc CATALOG NUMBER TYPE 2

Ball Bearing Cages
Type 1 & 2

22

Ball Bearing Cages

STRAIGHT
BALL BEARING

ExamplesTo Be Use With

PRE-LOAD
TYPE 1

STRAIGHT SLEEVE
BALL BEARING

BUSHING
GUIDE POST

BALL BEARING
DEMOUNTABLE

BUSHING

BALL BEARING
DEMOUNTABLE

PRE-LOAD RELIEVED
TYPE 2

Retainer Assembly
Type 2 

MDL Ball Bearing Cages are manufactured from aluminum alloy heat 
treated tubing with tough and wear-resistant properties. Balls are 
made of bearing quality alloy steel through hardened and thoroughly 
inspected.

Operating Conditions:

Type 1:

In this condition at the top end of the stroke, the Guide Post does not 
leave the top end of the Bushing and the entire Cage remains under
pre-load. At the bottom end of the stroke, the lower end of the Guide 
Post and the Retainer Assembly can leave the lower end of the Cage.

On type 1 condition, the Cage remains under full pre-load contact with 
the Guide Post and the Bushing during the entire length of the stroke.

Type 2:

In this condition at the upper end of the stroke, the Guide Post may 
leave the top end of the Bushing. When this happens the Cage starts 
to travel with the Guide Post. At the bottom end of stroke, the Guide 
Post and the Retainer Assembly cannot leave the lower end of the 
Cage due to a Snap Ring.

On type 2 condition, the Cage remains under pre-load with the Guide 
Post and the Bushing only when the lower end of the Guide Post 
goes below the top end of the Bushing.

To select Ball Bearing Cages length, see page 29 when using with 
Cage type 1, or page 31 when using with Cage type 2.

GUIDE POST

TYPE 1

TYPE 2

Type 1 
Retainer Assembly

TYPE 1

TYPE 2

C01.DDD.000 C02.DDD.000

BLACK

1.50

2.00

2.50

3.00

3.50

4.00

0.4375

0.6875

0.9375

1.1875

1.4375

1.6875

2.00 1.0625

2.50 1.3125

2.75 1.4375

3.00 1.5625

3.25
1.6875

3.50
2.0625

3.75
1.9375

4.00
2.1875

4.25
2.1875

4.50

2.4375

4.75
2.4375

5.00 2.9375

5.25
2.6875

5.50 3.4375

5.625 3.0625

5.75
3.4375

6.00
3.9375

6.25 3.9375

6.50
3.3750

6.75 4.4375

7.00 4.4375

7.25 3.7500

7.50 4.9375

7.75 4.2500

8.25 4.7500

8.75 5.2500

1.8125

1.8125

2.3125

2.0625

2.3125

2.4375

2.9375

2.9375

3.0000

3.4375

3.9375

X



Clamp and Component Parts

POST
DIA.

1

1 1/4

1 1/2

1 3/4

2

2 1/2

3

USED WITH ASSEMBLY TYPE

1 2 2 21& 2

C05.008.001

C05.010.001

C05.012.001

C05.014.001

C05.016.001

C05.020.001

C05.024.001 C06.024.001

C06.020.001

C06.016.001

C06.014.001

C06.012.001

C06.010.001

C06.008.001

C02.063.002

C02.050.002

C02.040.002

C02.032.002

C02.025.002

C06.024.003

C06.020.003

C06.016.003

C06.014.003

C06.012.003

C06.010.003

C06.008.003

C05.024.000

C05.020.000

C05.016.000

C05.014.000

C05.012.000

C05.010.000

C05.008.000

C06.024.000

C06.020.000

C06.016.000

C06.014.000

C06.012.000

C06 010 0

C06.008.000

Snap Ring
Screw

ANSI B 18.3
Bushing
type 2

Type 1
Retainer

Assembly
(Screw

and Washer)

Type 2
Retainer

Assembly
(Screw,
Washer,

Bushing and
Snap Ring)

Retaining
Washer type 2

Retaining
Washer type 1

Clamps

Cat. N°

A

B

C

D

SCREWS

B01.006.000 B01.008.000

0.610

0.625

0.192

0.342

0.779

0.625

0.192

0.374

  

0. .0   

Lubrication Recommendation

MDL Ball Bearing Components under
normal operating conditions should be
lubricated using mineral oil of viscosity
290/340 SSU @ 100°F once every eight
hour shift.

This lubricant may be applied by spray
or clean brush.

Retainer Assembly

12

A26.008.006
(1/4-20 X 3/4)

A26.012.008
(3/8-16 X 1)

A25.008.006
(1/4-20 X 3/4)

A25.010.006
(5/16-18 X 3/4)

A26.016.010
(1/2-13 X 1 1/4)

A26.020.012
(5/8-11 X 1 1/2)

A26.010.007
(5/16-18 X 7/8)

B41.DDD.FFF

3

493D

Qty

1Q

SCREWS

CLAMPS

T

2Q

M

N

4D

E

26,0

15,1
B01.006.000

54

31
39,1

F

100

140

2D

120

50

65

80

35

45

B41.025.035

B41.025.065

B41.025.050

60 - 64 HRc
Case Hardened

1D 25

10358 70 88

30,5

63

37

30

48,0

33,5

75

43

53,9

4

21

38,0

93

62,8

52
50

42,0

108

70,8

60

54

B41.032.065

B41.032.050

B41.032.080

B41.040.100

65

B41.040.065

B41.040.080

B41.040.050

32 8040

B41.063.120

41.063.10B 0

B41.063.140

B41.050.100

B41.050.120

81

B41.050.080

41.050.06B 5

95

50 63

CLAMP ARRANGEMENTS

A05.006.016
(M6 X 16)

18,1

B01.008.000

(M8 X 20)

A05.008.020

37,1 44,9 50,1 57,9 64,9 71,8

46,0

78,7

68

125

120

112

B41.080.140

B41.080.120

41.080.10B 0

Demountable Ball Bearing Bushings

ExamplesTo Be Use With

TYPE 1

TYPE 2

BALL BEARING

GUIDE POST

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 

BALL CAGE

BALL CAGE

CATALOG NUMBER

BLACK



 

B30.DDD.L bbbL L

20

60 - 64 HRc
Case Hardened

1D

D2

65

80

95

110

130

150

170

190

215

240

265

B30.025.095

B30.025.130

B30.025.110

B30.025.065

B30.025.080

25

45

B30.032.130

B30.032.110

B30.032.095

32

B30.032.080

54

B30.040.095

B30.040.110

B30.040.130

B30.040.080

40

65

B30.050.130

B30.050.110

50

81

63

95

80

112

B30.032.150 B30.040.150

B30.040.170B30.032.170

B30.040.190

B30.040.215

B30.050.150

B30.050.170

B30.050.190

B30.050.215

B30.050.240

B30.050.265

B30.063.150

B30.063.170

B30.063.190

B30.063.215

B30.063.240

B30.063.265 B30.080.265

B30.080.240

B30.080.215

B30.080.190

B30.080.170

B30.080.150

CATALOG NUMBERL b

Bore SizesStraight Sleeve Ball Bearing Bushings

2.5005
2.4998

DEMOUNTABLE BALL BEARING BUSHING B46

2 1/2

STRAIGHT SLEEVE BALL BEARING BUSHING B35

2.4998
2.5005

1.4975
1.4983

DEMOUNTABLE BALL BEARING GUIDE POST P26

D 1.8748
1.8755

2D

D1

2.1248
2.1255

D 1.8755
1.8748

2D 2 1/81 7/8

D1

2.1248
2.1255

D 0.9980
0.9988

D1

1.2488
1.2480

13

4.2498
4.2505

3.2498
3.2505

3.7498
3.7505

4.2505
4.2498

3 1/4

3.2505
3.2498

2 3/4

2.7498
2.7505

3 3/4 4 1/4

3.7498
3.7505

2.9970
2.9978

1.9975
1.99831.7483

1.7475
2.4978
2.4970

1 1/2

STRAIGHT BALL BEARING GUIDE POST P17

1.4983
1.4975

0.9988
0.9980D

1D 1 1/41

1.2488
1.2480

2.9978
2.9970

1.9983
1.9975

1 3/4 2

1.7483
1.7475

2 1/2 3

2.4978
2.4970

1 1 1/4 1 3/41 1/2 2 2 1/2 3

1 1 1/4 1 3/41 1/2 2 2 1/2 3

1 1/4

1 7/8

1

2 1/8

1 1/2

2.7498
2.7505

1 3/4

2 3/42 1/2 3 1/4

2 2 1/2

3 3/4 4 1/4

3

Bores for MDL Ball Bearing Guide Posts and Bushings should be precision bored, smooth 
and free from toll marks to provide proper bearing area.

TYPE 1

TYPE 2

STRAIGHT
GUIDE POST

DEMOUNTABLE 
BALL BEARING

GUIDE POST

To Be Use With

BALL CAGE

BALL CAGE

Examples

MDL Straight Sleeve Ball Bearing Bushings should not be press-fit since close-in may occur.
If properly installed, no honing is necessary.

MDL recommends that Straight Sleeve Ball Bearing Bushings should be installed using Loctite 603.

For selection of appropriate Sleeve or Demountable Ball Bearing Bushing length, see page 29  when using with Cage 
type 1, or page 31 when using Cage type 2.

Assembly Instructions:

1.Press Guide Posts into Punch Holder Plate. End of Guide Posts with drill and tapped hole should not be pressed in. 
   For Demountable Ball Bearing Guide Posts use Clamps and Screws supplied.  
2.Be sure Guide Posts are perpendicular to the surface of the Punch Holder (0.025 in 150 mm).
3.Mount Ball Bearing Cages on the Guide Posts using Retainer Assembly supplied.
4.Place Die Shoe on a flat surface. For Big Die Sets we recommend using two horses to keep the bores accessible on both ends.
5.Place on Die Shoe two parallels having height as close as possible Minimum Shut Height.
6.Degrease Sleeve and Die Shoe Bore using appropriate solvent and wipe carefully.
7.Apply a thin layer of Loctite 603 on the Bores and Sleeves.
8.Position the Sleeve into Bore.
9.Bring the Punch Holder into position until it rests on the two parallels.
10.Check that the Sleeves are in the right position.
11.Allow the required time to harden: 4 hours at 22°C. Do not use Die Set during hardening process.

BLACK

 



0.63

0.43

0.46

3

14

For Straight Guide Post, if calculated length (L) is not available:
Select the immediately longer Guide Post and cut it or select the
immediately shorter Guide Post and press it on the Punch Holder
of Die Set until exact length is obtained.

For Demountable Guide Post, if calculated length (F) is not available:
Select the immediately shorter one.

NB: Demountable Guide Post should never be cut.

Demountable Guide Post

F<H - J - h - C + E - C

Demountable Bushing

Straight Guide Post

NB: h=h1 (for type 1); h=h2 (for type 2); for E see page 9; for T see page 7; J1=J2=0.16

H>C2+Lb

2L=H - h - J F<H - h - J - C2 L=H - J - h - C + E12

CAUTION:

1

Demountable Guide Post

Straight Sleeve Bushing

Straight Guide Post

211

D1 1 1 1/4 1 1/2 1 3/4 2 2 1/2

a

h1

h2

0.62 0.56 0.500.54 0.54 0.49

0.23 0.26 0.30 0.30 0.36 0.43

0.43 0.46 0.50 0.50 0.56 0.63

H>C2+Lb+TCAUTION: H>C1+C2+F'CAUTION: H>C1+C2+F'+TCAUTION:

P21.DDD.FFF

CATALOG NUMBER

BALL CAGE
TYPE 3

BALL CAGE
TYPE 2

BALL CAGE
TYPE 1

315

SCREWS

Qty

m

CLAMPS

Q2

T

Q1

M
N

500
D3

E
d

355
400

B01.006.000
15,1

125

200
220
250
280

140
160
180

90
100
110

F
80

D1

Case Hardened
60 - 64 HRc BUSHING

STRAIG TH SLEEVE
BALL BEARING

DEMOUNTABLE

BUSHING
BALL BEARING

To Be Use With

19

18,1
B01.008.000

32
25
M6

20,3
28,7
20,7
27,9

P21.025.080
P21.025.090
P21.025.100
P21.025.110

P21.025.140
P21.025.160
P21.025.180
P21.025.200

P21.025.125

25

3

24,0

22,5
32,3

31,3

32
40

M8

P21.032.125
P21.032.140

P21.032.200
P21.032.180
P21.032.160

P21.032.220
P21.032.250
P21.032.280

P21.032.110
P21.032.100

32

P21.040.100
P21.040.110

P21.040.140
P21.040.160
P21.040.180
P21.040.200
P21.040.220

P21.040.280
P21.040.250

P21.040.125

40
M10

50

30,0

27,0
41,1

38,9

10,6

40

P21.050.315

38,7

47,5
36,5

P21.050.400
P21.050.355

M12

63
45

P21.050.125

P21.050.160

P21.050.280
P21.050.250
P21.050.220

P21.050.180
P21.050.200

P21.050.140

P21.050.110

50

P21.063.315

4

P21.063.355
P21.063.400

53,4
42,5

43,0

50
76

M16

P21.063.280
P21.063.250
P21.063.220
P21.063.200
P21.063.180
P21.063.160
P21.063.140
P21.063.125

63

P21.080.315

49,0

51,0
61,8

P21.080.355
P21.080.400
P21.080.500

93
60

M20

P21.080.180
P21.080.160
P21.080.140
P21.080.125

P21.080.220

P21.080.280
P21.080.250

P21.080.200

80

CLAMP ARRANGEMENTS

Examples

A05.006.016
(M6 X 16)

05.008.02A 0
(M8 X 20)

Guide Post Lenght Selection Demountable Guide Post

 

 

    

Selection of Ball Bearing (Straight or Demountable) and Cages for

 

type1 is based on Guide Post diameter and stroke of tool using
chart of page 15:

1. Select desired Guide Post diameter "D1".
2. Select required stroke of tool "C" (don't forget to add grinding allowance of tool to press stroke).
3. Move down the stroke column until you reach the

 

color area corresponding to the Guide Post diameter used. Up to 2" diameter,
each color corresponds to one Ball Bearing Cage

 

length available. Cho se the Ball Bearing Cage that best suites your tool. Long
Cages provide longer life.

4. Move horizontally to select the lenght of Ball Bearing Bushings

 

(Straight

 

or Demountable). Maximum length of Ball Bearing
Bushings is limited by space available between the plates of the Die Set (dont' forget to consider "T" for Demountable Ball Bearing
Guide Post and die grinding allowance). To check interference, use

 

formula

 

above lab le as "CAUTION".

NB: Demountable Ball Bearing Bushings La = E + F

Mounting position:
The retainer assembly 
holds the Cage. Top point of tool stroke Low point of tool stroke

Type 1: The Cage is under full pre-load during the entire
stroke of the tool.

BLACK

o

Calculations for Guide Post Length (L for St aight, F for Demountable)r

9,6 10,1 11,3 12,1 13,3



BALL CAGE
TYPE 3

BALL CAGE
TYPE 2

BALL CAGE
TYPE 1

BUSHING

STRAIG TH SLEEVE
BALL BEARING

DEMOUNTABLE

BUSHING
BALL BEARING

Type 1 Bushing & Ball Cage
Selection Chart

0.6250

0.5625

0.5000

STROKE "C" INCLUNDING DIE GRINDING ALLOWANCE

0.50
1.00

3

2

1 1/4

1 1/2

1 3/4

2 1/2

1

POST
DIA.

2.501.50
2.00 3.00

3.50 4.50
4.00 5.00

5.50 6.50
7.06.00 0

0

0.3750

.4375

15

5.50

4.75

4.00

5.50

4.75

4.00

5.00

4.25

3.50

2.75

3.25

2.50

3.50

3.00

2.25

2.75

2.75

2.25

1.75

2.25

1.25

DEMOUNTABLE

(PG 9)

7.00

8.50

9.50

10.50

8.50

7.50

10.50

6.75

6.00

9.50

9.00

7.50

6.75

6.00

10.00

7.00

8.00

6.25

5.50

8.00

9.00

4.75

7.00

6.00

5.50

5.00

8.00

4.25

6.00

5.50

5.00

4.50

5.00

6.00

3.75

4.50

4.00

4.00

5.00

3.50

3.00

4.50

3.50

3.00

SLEEVE
STRAIGHT

(PG 8)

4.00

4.00

3.50

3.00

3.00

2.50

2.50

2.00

2.00

1.50

2.00

1.50

D1
F L b Lc

CAGE
BALL

(PG 11)

   P10.DDD.LLL  Straight Guide Post

To Be Use With

80635040

P10.040.160

P10.040.140

P10.040.125

CATALOG NUMBER

P10.050.160

P10.063.315

P10.063.280

P10.063.250

P10.063.220

P10.063.200

P10.080.250

P10.080.220

P10.080.200

P10.063.450

P10.063.400

M16

P10.063.355

P10.040.280

P10.040.315

P10.040.250

P10.040.220

P10.040.200

12,1

M10

P10.040.355

P10.050.280

P10.050.355

P10.050.315

P10.050.250

P10.050.220

P10.050.200

M12

P10.050.400

P10.050.450

P10.080.280

P10.080.315

P10.080.355

P10.080.400

P10.080.450

M20

P10.080.500

P10.040.180 P10.050.180

3225

P10.025.100

P10.025.110

P10.025.125

P10.025.140

P10.025.160

D1

100

110

160

140

125

L

P10.025.200

P10.025.220

P10.025.250

P10.025.280

M6

220

200

315

280

250

450

400

m

d

500

355

180 P10.025.180

M8

P10.032.315

P10.032.280

P10.032.250

P10.032.220

P10.032.200

P10.032.180

P10.032.160

P10.032.140

P10.032.125

P10.032.110

18

60 - 64 HRc
Case Hardened

Examples

To select Guide Post Length,
see page 28.
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BALL BEARING BUSHING

BLACK

0.6250

0.3750

9,6 10,1 10,6 11,3 13,3



4.501.50
1.00

0.50
2.00

2.50
3.00 4.00

3.50
5.00

STROKE "C" INCLUNDING DIE GRINDING ALLOWANCE

3

2

1

1D

DIA.
POST

17

3.50

5.50

4.75

5.50

4.00

4.75

4.00

3.50

5.00

4.50

2.75

2.00

3.25

1.75

2.50

3.00

2.25

1.50

2.75

1.75

2.25

2.25

2.75

1.75

1.25

F

(PG 9)

5.00

7.50

6.75

10.50

9.50

8.50

7.50

6.00

10.50

8.50

9.50

10.00

6.75

6.00

9.00

8.00

5.50

7.00

6.25

4.75

4.00

7.00

8.00

9.00

6.00

5.00

3.50

4.50

8.00

7.00

6.00

5.00

5.00

4.50

3.75

6.00

3.00

4.50

4.00

3.00

3.50

3.50

4.50

4.00

3.00

2.50

bL

(PG 8)

4.50

7.25

6.50

8.75

8.25

7.75

7.25

5.75

8.75

8.25

7.75

7.50

6.50

5.75

7.00

6.50

5.25

6.00

5.625

4.50

3.75

5.75

6.75

6.25

5.25

4.75

4.00

3.25

6.00

5.50

5.00

3.75

4.25

4.25

3.50

2.75

4.75

4.00

3.75

3.25

2.75

3.00

3.50

3.25

2.50

2.00

cL

BALL
CAGE

(PG 11)

16

5.50
6.00

6.50
7.00

  

Selection of Ball Bearing Bushings
(Straight or Demoutatable) and Cages
for Type 2 is based on Guide Post
diameter and stroke of tool using chart
of page 17:

1. Select desired Guide Post diameter 
    "D1".

2. Select required stroke of tool "C"
    (don't forget to add grinding allowance
    of tool to press stroke).

3. Move down the stroke column until
    you reach the color of desired 
    operating conditon.

4. Move horizontally to the left to select
    the length of Ball Bearing Bushing
    (Straight or Demountable) and Cage.

On Type 2, each Ball Bearing Cage
length corresponds to one Ball Bearing
Bushing length.

Caution: Length of Ball Bearing Bushing
is limited by space available between
the plates of the Die Set (don't forget to
consider "T" for Demountable Guide Post).
To check interference, use formula on 
page 14 labed as "CAUTION".

Operating
Conditions

Guide Post Lenght

 

calculation see page 14.

Type 2: The cage pre-load can vary from partial
pre-load up to totally free, according to selected
conditions.

TYPE

 

1

TYPE 2

SLEEVE BUSHING

DESMOUNTABLE
BUSHING

Type 2 Operating Conditions

2 1/2

1 3/4

1 1/2

1 1/4

DEMOUNTABLE

BALL BEARING BUSHING

SLEEVE
STRAIGHT

Type 2 Bushing & Ball Cage
Selection Chart

BLACK



4.501.50
1.00

0.50
2.00

2.50
3.00 4.00

3.50
5.00

STROKE "C" INCLUNDING DIE GRINDING ALLOWANCE

3

2

1

1D

DIA.
POST

17

3.50

5.50

4.75

5.50

4.00

4.75

4.00

3.50

5.00

4.50

2.75

2.00

3.25

1.75

2.50

3.00

2.25

1.50

2.75

1.75

2.25

2.25

2.75

1.75

1.25

F

(PG 9)

5.00

7.50

6.75

10.50

9.50

8.50

7.50

6.00

10.50

8.50

9.50

10.00

6.75

6.00

9.00

8.00

5.50

7.00

6.25

4.75

4.00

7.00

8.00

9.00

6.00

5.00

3.50

4.50

8.00

7.00

6.00

5.00

5.00

4.50

3.75

6.00

3.00

4.50

4.00

3.00

3.50

3.50

4.50

4.00

3.00

2.50

bL

(PG 8)

4.50

7.25

6.50

8.75

8.25

7.75

7.25

5.75

8.75

8.25

7.75

7.50

6.50

5.75

7.00

6.50

5.25

6.00

5.625

4.50

3.75

5.75

6.75

6.25

5.25

4.75

4.00

3.25

6.00

5.50

5.00

3.75

4.25

4.25

3.50

2.75

4.75

4.00

3.75

3.25

2.75

3.00

3.50

3.25

2.50

2.00

cL

BALL
CAGE

(PG 11)

16

5.50
6.00

6.50
7.00

  

Selection of Ball Bearing Bushings
(Straight or Demoutatable) and Cages
for Type 2 is based on Guide Post
diameter and stroke of tool using chart
of page 17:

1. Select desired Guide Post diameter 
    "D1".

2. Select required stroke of tool "C"
    (don't forget to add grinding allowance
    of tool to press stroke).

3. Move down the stroke column until
    you reach the color of desired 
    operating conditon.

4. Move horizontally to the left to select
    the length of Ball Bearing Bushing
    (Straight or Demountable) and Cage.

On Type 2, each Ball Bearing Cage
length corresponds to one Ball Bearing
Bushing length.

Caution: Length of Ball Bearing Bushing
is limited by space available between
the plates of the Die Set (don't forget to
consider "T" for Demountable Guide Post).
To check interference, use formula on 
page 14 labed as "CAUTION".

Operating
Conditions

Guide Post Lenght

 

calculation see page 14.

Type 2: The cage pre-load can vary from partial
pre-load up to totally free, according to selected
conditions.

TYPE

 

1

TYPE 2

SLEEVE BUSHING

DESMOUNTABLE
BUSHING

Type 2 Operating Conditions

2 1/2

1 3/4

1 1/2

1 1/4

DEMOUNTABLE

BALL BEARING BUSHING

SLEEVE
STRAIGHT

Type 2 Bushing & Ball Cage
Selection Chart

BLACK



BALL CAGE
TYPE 3

BALL CAGE
TYPE 2

BALL CAGE
TYPE 1

BUSHING

STRAIG TH SLEEVE
BALL BEARING

DEMOUNTABLE

BUSHING
BALL BEARING

Type 1 Bushing & Ball Cage
Selection Chart

0.6250

0.5625

0.5000

STROKE "C" INCLUNDING DIE GRINDING ALLOWANCE

0.50
1.00

3

2

1 1/4

1 1/2

1 3/4

2 1/2

1

POST
DIA.

2.501.50
2.00 3.00

3.50 4.50
4.00 5.00

5.50 6.50
7.06.00 0

0

0.3750

.4375

15

5.50

4.75

4.00

5.50

4.75

4.00

5.00

4.25

3.50

2.75

3.25

2.50

3.50

3.00

2.25

2.75

2.75

2.25

1.75

2.25

1.25

DEMOUNTABLE

(PG 9)

7.00

8.50

9.50

10.50

8.50

7.50

10.50

6.75

6.00

9.50

9.00

7.50

6.75

6.00

10.00

7.00

8.00

6.25

5.50

8.00

9.00

4.75

7.00

6.00

5.50

5.00

8.00

4.25

6.00

5.50

5.00

4.50

5.00

6.00

3.75

4.50

4.00

4.00

5.00

3.50

3.00

4.50

3.50

3.00

SLEEVE
STRAIGHT

(PG 8)

4.00

4.00

3.50

3.00

3.00

2.50

2.50

2.00

2.00

1.50

2.00

1.50

D1
F L b Lc

CAGE
BALL

(PG 11)

   P10.DDD.LLL  Straight Guide Post

To Be Use With

80635040

P10.040.160

P10.040.140

P10.040.125

CATALOG NUMBER

P10.050.160

P10.063.315

P10.063.280

P10.063.250

P10.063.220

P10.063.200

P10.080.250

P10.080.220

P10.080.200

P10.063.450

P10.063.400

M16

P10.063.355

P10.040.280

P10.040.315

P10.040.250

P10.040.220

P10.040.200

12,1

M10

P10.040.355

P10.050.280

P10.050.355

P10.050.315

P10.050.250

P10.050.220

P10.050.200

M12

P10.050.400

P10.050.450

P10.080.280

P10.080.315

P10.080.355

P10.080.400

P10.080.450

M20

P10.080.500

P10.040.180 P10.050.180

3225

P10.025.100

P10.025.110

P10.025.125

P10.025.140

P10.025.160

D1

100

110

160

140

125

L

P10.025.200

P10.025.220

P10.025.250

P10.025.280

M6

220

200

315

280

250

450

400

m

d

500

355

180 P10.025.180

M8

P10.032.315

P10.032.280

P10.032.250

P10.032.220

P10.032.200

P10.032.180

P10.032.160

P10.032.140

P10.032.125

P10.032.110

18

60 - 64 HRc
Case Hardened

Examples

To select Guide Post Length,
see page 28.
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BALL BEARING BUSHING

BLACK

0.6250

0.3750

9,6 10,1 10,6 11,3 13,3



0.63

0.43

0.46

3

14

For Straight Guide Post, if calculated length (L) is not available:
Select the immediately longer Guide Post and cut it or select the
immediately shorter Guide Post and press it on the Punch Holder
of Die Set until exact length is obtained.

For Demountable Guide Post, if calculated length (F) is not available:
Select the immediately shorter one.

NB: Demountable Guide Post should never be cut.

Demountable Guide Post

F<H - J - h - C + E - C

Demountable Bushing

Straight Guide Post

NB: h=h1 (for type 1); h=h2 (for type 2); for E see page 9; for T see page 7; J1=J2=0.16

H>C2+Lb

2L=H - h - J F<H - h - J - C2 L=H - J - h - C + E12

CAUTION:

1

Demountable Guide Post

Straight Sleeve Bushing

Straight Guide Post

211

D1 1 1 1/4 1 1/2 1 3/4 2 2 1/2

a

h1

h2

0.62 0.56 0.500.54 0.54 0.49

0.23 0.26 0.30 0.30 0.36 0.43

0.43 0.46 0.50 0.50 0.56 0.63

H>C2+Lb+TCAUTION: H>C1+C2+F'CAUTION: H>C1+C2+F'+TCAUTION:

P21.DDD.FFF

CATALOG NUMBER

BALL CAGE
TYPE 3

BALL CAGE
TYPE 2

BALL CAGE
TYPE 1

315

SCREWS

Qty

m

CLAMPS

Q2

T

Q1

M
N

500
D3

E
d

355
400

B01.006.000
15,1

125

200
220
250
280

140
160
180

90
100
110

F
80

D1

Case Hardened
60 - 64 HRc BUSHING

STRAIG TH SLEEVE
BALL BEARING

DEMOUNTABLE

BUSHING
BALL BEARING

To Be Use With

19

18,1
B01.008.000

32
25
M6

20,3
28,7
20,7
27,9

P21.025.080
P21.025.090
P21.025.100
P21.025.110

P21.025.140
P21.025.160
P21.025.180
P21.025.200

P21.025.125

25

3

24,0

22,5
32,3

31,3

32
40

M8

P21.032.125
P21.032.140

P21.032.200
P21.032.180
P21.032.160

P21.032.220
P21.032.250
P21.032.280

P21.032.110
P21.032.100

32

P21.040.100
P21.040.110

P21.040.140
P21.040.160
P21.040.180
P21.040.200
P21.040.220

P21.040.280
P21.040.250

P21.040.125

40
M10

50

30,0

27,0
41,1

38,9

10,6

40

P21.050.315

38,7

47,5
36,5

P21.050.400
P21.050.355

M12

63
45

P21.050.125

P21.050.160

P21.050.280
P21.050.250
P21.050.220

P21.050.180
P21.050.200

P21.050.140

P21.050.110

50

P21.063.315

4

P21.063.355
P21.063.400

53,4
42,5

43,0

50
76

M16

P21.063.280
P21.063.250
P21.063.220
P21.063.200
P21.063.180
P21.063.160
P21.063.140
P21.063.125

63

P21.080.315

49,0

51,0
61,8

P21.080.355
P21.080.400
P21.080.500

93
60

M20

P21.080.180
P21.080.160
P21.080.140
P21.080.125

P21.080.220

P21.080.280
P21.080.250

P21.080.200

80

CLAMP ARRANGEMENTS

Examples

A05.006.016
(M6 X 16)

05.008.02A 0
(M8 X 20)

Guide Post Lenght Selection Demountable Guide Post

 

 

    

Selection of Ball Bearing (Straight or Demountable) and Cages for

 

type1 is based on Guide Post diameter and stroke of tool using
chart of page 15:

1. Select desired Guide Post diameter "D1".
2. Select required stroke of tool "C" (don't forget to add grinding allowance of tool to press stroke).
3. Move down the stroke column until you reach the

 

color area corresponding to the Guide Post diameter used. Up to 2" diameter,
each color corresponds to one Ball Bearing Cage

 

length available. Cho se the Ball Bearing Cage that best suites your tool. Long
Cages provide longer life.

4. Move horizontally to select the lenght of Ball Bearing Bushings

 

(Straight

 

or Demountable). Maximum length of Ball Bearing
Bushings is limited by space available between the plates of the Die Set (dont' forget to consider "T" for Demountable Ball Bearing
Guide Post and die grinding allowance). To check interference, use

 

formula

 

above lab le as "CAUTION".

NB: Demountable Ball Bearing Bushings La = E + F

Mounting position:
The retainer assembly 
holds the Cage. Top point of tool stroke Low point of tool stroke

Type 1: The Cage is under full pre-load during the entire
stroke of the tool.

BLACK

o

Calculations for Guide Post Length (L for St aight, F for Demountable)r

9,6 10,1 11,3 12,1 13,3



 

B30.DDD.L bbbL L

20

60 - 64 HRc
Case Hardened

1D

D2

65

80

95

110

130

150

170

190

215

240

265

B30.025.095

B30.025.130

B30.025.110

B30.025.065

B30.025.080

25

45

B30.032.130

B30.032.110

B30.032.095

32

B30.032.080

54

B30.040.095

B30.040.110

B30.040.130

B30.040.080

40

65

B30.050.130

B30.050.110

50

81

63

95

80

112

B30.032.150 B30.040.150

B30.040.170B30.032.170

B30.040.190

B30.040.215

B30.050.150

B30.050.170

B30.050.190

B30.050.215

B30.050.240

B30.050.265

B30.063.150

B30.063.170

B30.063.190

B30.063.215

B30.063.240

B30.063.265 B30.080.265

B30.080.240

B30.080.215

B30.080.190

B30.080.170

B30.080.150

CATALOG NUMBERL b

Bore SizesStraight Sleeve Ball Bearing Bushings

2.5005
2.4998

DEMOUNTABLE BALL BEARING BUSHING B46

2 1/2

STRAIGHT SLEEVE BALL BEARING BUSHING B35

2.4998
2.5005

1.4975
1.4983

DEMOUNTABLE BALL BEARING GUIDE POST P26

D 1.8748
1.8755

2D

D1

2.1248
2.1255

D 1.8755
1.8748

2D 2 1/81 7/8

D1

2.1248
2.1255

D 0.9980
0.9988

D1

1.2488
1.2480

13

4.2498
4.2505

3.2498
3.2505

3.7498
3.7505

4.2505
4.2498

3 1/4

3.2505
3.2498

2 3/4

2.7498
2.7505

3 3/4 4 1/4

3.7498
3.7505

2.9970
2.9978

1.9975
1.99831.7483

1.7475
2.4978
2.4970

1 1/2

STRAIGHT BALL BEARING GUIDE POST P17

1.4983
1.4975

0.9988
0.9980D

1D 1 1/41

1.2488
1.2480

2.9978
2.9970

1.9983
1.9975

1 3/4 2

1.7483
1.7475

2 1/2 3

2.4978
2.4970

1 1 1/4 1 3/41 1/2 2 2 1/2 3

1 1 1/4 1 3/41 1/2 2 2 1/2 3

1 1/4

1 7/8

1

2 1/8

1 1/2

2.7498
2.7505

1 3/4

2 3/42 1/2 3 1/4

2 2 1/2

3 3/4 4 1/4

3

Bores for MDL Ball Bearing Guide Posts and Bushings should be precision bored, smooth 
and free from toll marks to provide proper bearing area.

TYPE 1

TYPE 2

STRAIGHT
GUIDE POST

DEMOUNTABLE 
BALL BEARING

GUIDE POST

To Be Use With

BALL CAGE

BALL CAGE

Examples

MDL Straight Sleeve Ball Bearing Bushings should not be press-fit since close-in may occur.
If properly installed, no honing is necessary.

MDL recommends that Straight Sleeve Ball Bearing Bushings should be installed using Loctite 603.

For selection of appropriate Sleeve or Demountable Ball Bearing Bushing length, see page 29  when using with Cage 
type 1, or page 31 when using Cage type 2.

Assembly Instructions:

1.Press Guide Posts into Punch Holder Plate. End of Guide Posts with drill and tapped hole should not be pressed in. 
   For Demountable Ball Bearing Guide Posts use Clamps and Screws supplied.  
2.Be sure Guide Posts are perpendicular to the surface of the Punch Holder (0.025 in 150 mm).
3.Mount Ball Bearing Cages on the Guide Posts using Retainer Assembly supplied.
4.Place Die Shoe on a flat surface. For Big Die Sets we recommend using two horses to keep the bores accessible on both ends.
5.Place on Die Shoe two parallels having height as close as possible Minimum Shut Height.
6.Degrease Sleeve and Die Shoe Bore using appropriate solvent and wipe carefully.
7.Apply a thin layer of Loctite 603 on the Bores and Sleeves.
8.Position the Sleeve into Bore.
9.Bring the Punch Holder into position until it rests on the two parallels.
10.Check that the Sleeves are in the right position.
11.Allow the required time to harden: 4 hours at 22°C. Do not use Die Set during hardening process.

BLACK

 



Clamp and Component Parts

POST
DIA.

1

1 1/4

1 1/2

1 3/4

2

2 1/2

3

USED WITH ASSEMBLY TYPE

1 2 2 21& 2

C05.008.001

C05.010.001

C05.012.001

C05.014.001

C05.016.001

C05.020.001

C05.024.001 C06.024.001

C06.020.001

C06.016.001

C06.014.001

C06.012.001

C06.010.001

C06.008.001

C02.063.002

C02.050.002

C02.040.002

C02.032.002

C02.025.002

C06.024.003

C06.020.003

C06.016.003

C06.014.003

C06.012.003

C06.010.003

C06.008.003

C05.024.000

C05.020.000

C05.016.000

C05.014.000

C05.012.000

C05.010.000

C05.008.000

C06.024.000

C06.020.000

C06.016.000

C06.014.000

C06.012.000

C06 010 0

C06.008.000

Snap Ring
Screw

ANSI B 18.3
Bushing
type 2

Type 1
Retainer

Assembly
(Screw

and Washer)

Type 2
Retainer

Assembly
(Screw,
Washer,

Bushing and
Snap Ring)

Retaining
Washer type 2

Retaining
Washer type 1

Clamps

Cat. N°

A

B

C

D

SCREWS

B01.006.000 B01.008.000

0.610

0.625

0.192

0.342

0.779

0.625

0.192

0.374

  

0. .0   

Lubrication Recommendation

MDL Ball Bearing Components under
normal operating conditions should be
lubricated using mineral oil of viscosity
290/340 SSU @ 100°F once every eight
hour shift.

This lubricant may be applied by spray
or clean brush.

Retainer Assembly

12

A26.008.006
(1/4-20 X 3/4)

A26.012.008
(3/8-16 X 1)

A25.008.006
(1/4-20 X 3/4)

A25.010.006
(5/16-18 X 3/4)

A26.016.010
(1/2-13 X 1 1/4)

A26.020.012
(5/8-11 X 1 1/2)

A26.010.007
(5/16-18 X 7/8)

B41.DDD.FFF

3

493D

Qty

1Q

SCREWS

CLAMPS

T

2Q

M

N

4D

E

26,0

15,1
B01.006.000

54

31
39,1

F

100

140

2D

120

50

65

80

35

45

B41.025.035

B41.025.065

B41.025.050

60 - 64 HRc
Case Hardened

1D 25

10358 70 88

30,5

63

37

30

48,0

33,5

75

43

53,9

4

21

38,0

93

62,8

52
50

42,0

108

70,8

60

54

B41.032.065

B41.032.050

B41.032.080

B41.040.100

65

B41.040.065

B41.040.080

B41.040.050

32 8040

B41.063.120

41.063.10B 0

B41.063.140

B41.050.100

B41.050.120

81

B41.050.080

41.050.06B 5

95

50 63

CLAMP ARRANGEMENTS

A05.006.016
(M6 X 16)

18,1

B01.008.000

(M8 X 20)

A05.008.020

37,1 44,9 50,1 57,9 64,9 71,8

46,0

78,7

68

125

120

112

B41.080.140

B41.080.120

41.080.10B 0

Demountable Ball Bearing Bushings

ExamplesTo Be Use With

TYPE 1

TYPE 2

BALL BEARING

GUIDE POST

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 

BALL CAGE

BALL CAGE

CATALOG NUMBER

BLACK



C25.DDD.L
C26.DDD.L

LL
LCL

C

C

C

C

C

CATALOG NUMBER TYPE 1

1 3/41 1/4 1 1/2 2 2 1/2 31

C25.010.008

C26.010.011

C26.010.013

C26.010.015

C26.010.016

C26.010.017

C26.010.019

C26.008.008

C26.008.010

C26.008.012

C26.008.013

C26.008.014

C26.008.015

C25.008.008

C25.008.006 C25.010.006

C25.012.008

C25.012.010

C26.012.011

C26.012.014

C26.012.017

C26.012.018

C26.012.020

C26.012.022

C26.012.024

C25.014.010

C25.016.014

C26.016.015

C26.016.018

C26.016.021

C26.016.023

C26.016.024

C26.016.026

C26.016.028

C26.016.030

C25.020.016

C26.020.023

C26.020.026

C26.020.029

C26.020.031

C26.020.033

C26.020.035

C25.024.016

C26.024.023

C26.024.026

C26.024.029

C26.024.031

C26.024.033

C26.024.035

C25.016.012C25.014.012

C26.014.013

C26.014.016

C26.014.019

C26.014.021

C26.014.023

C26.014.025

C26.014.027

L Sc

D1

0.25000.1875 0.3750

11

L Sc CATALOG NUMBER TYPE 2

Ball Bearing Cages
Type 1 & 2

22

Ball Bearing Cages

STRAIGHT
BALL BEARING

ExamplesTo Be Use With

PRE-LOAD
TYPE 1

STRAIGHT SLEEVE
BALL BEARING

BUSHING
GUIDE POST

BALL BEARING
DEMOUNTABLE

BUSHING

BALL BEARING
DEMOUNTABLE

PRE-LOAD RELIEVED
TYPE 2

Retainer Assembly
Type 2 

MDL Ball Bearing Cages are manufactured from aluminum alloy heat 
treated tubing with tough and wear-resistant properties. Balls are 
made of bearing quality alloy steel through hardened and thoroughly 
inspected.

Operating Conditions:

Type 1:

In this condition at the top end of the stroke, the Guide Post does not 
leave the top end of the Bushing and the entire Cage remains under
pre-load. At the bottom end of the stroke, the lower end of the Guide 
Post and the Retainer Assembly can leave the lower end of the Cage.

On type 1 condition, the Cage remains under full pre-load contact with 
the Guide Post and the Bushing during the entire length of the stroke.

Type 2:

In this condition at the upper end of the stroke, the Guide Post may 
leave the top end of the Bushing. When this happens the Cage starts 
to travel with the Guide Post. At the bottom end of stroke, the Guide 
Post and the Retainer Assembly cannot leave the lower end of the 
Cage due to a Snap Ring.

On type 2 condition, the Cage remains under pre-load with the Guide 
Post and the Bushing only when the lower end of the Guide Post 
goes below the top end of the Bushing.

To select Ball Bearing Cages length, see page 29 when using with 
Cage type 1, or page 31 when using with Cage type 2.

GUIDE POST

TYPE 1

TYPE 2

Type 1 
Retainer Assembly

TYPE 1

TYPE 2

C01.DDD.000 C02.DDD.000

BLACK

1.50

2.00

2.50

3.00

3.50

4.00

0.4375

0.6875

0.9375

1.1875

1.4375

1.6875

2.00 1.0625

2.50 1.3125

2.75 1.4375

3.00 1.5625

3.25
1.6875

3.50
2.0625

3.75
1.9375

4.00
2.1875

4.25
2.1875

4.50

2.4375

4.75
2.4375

5.00 2.9375

5.25
2.6875

5.50 3.4375

5.625 3.0625

5.75
3.4375

6.00
3.9375

6.25 3.9375

6.50
3.3750

6.75 4.4375

7.00 4.4375

7.25 3.7500

7.50 4.9375

7.75 4.2500

8.25 4.7500

8.75 5.2500

1.8125

1.8125

2.3125

2.0625

2.3125

2.4375

2.9375

2.9375

3.0000

3.4375

3.9375

X



C11.DDD.L cL Lc c
cC12.DDD.L Lc cL

Ball Bearing Cages
Type 1 & 2

D1 25 32 40 50 63 80

C11.025.036

C11.025.048 C11.032.048

C11.032.036

C11.040.048

C11.040.060

C11.050.070

C11.050.084

C11.063.098

L Sc

36 11.5

48 17.5

60 23.5

70 28.5

84 35.5

42.598

CATALOG NUMBER TYPE 1

23

X

C12.025.055

C12.025.070

C12.025.090

C12.025.100

C12.032.070

C12.040.070

C12.040.085

C12.032.090

C12.032.105

C12.040.105 C12.050.105

4.2 5.8 7.0 8.5

L S

55 27

70
35

36

85 43

90
42

43

100
50

105
51

110
60

115

61
120

125
70

71

135
80

81

140 71

145
72

91

150 81

155 103

160 91

165 82

170 103

180 92

185 116

190 105

195 128

205 117

215

CAUTION:

Tool design with Ball Bearing Components for a certain press stroke should never be used in a press with
bigger stroke.

It may be used in a press with smaller stroke.

130

C12.025.110

C12.032.115

C12.032.125

C12.032.135

C12.040.115

C12.040.125

C12.040.135

C12.040.145

C12.040.155

C12.050.120

C12.050.140

C12.050.150

C12.050.160

C12.050.170

C12.050.185

C12.050.195

C12.063.145 C12.080.145

C12.063.165

C12.063.180

C12.063.190

C12.063.205

C12.063.215

C12.080.165

C12.080.180

C12.080.190

C12.080.205

C12.080.215

CATALOG NUMBER TYPE 2c

C11.080.098

Ball Bearing Cages

STRAIGHT
BALL BEARING

ExamplesTo Be Use With

TYPE 1

PRE-LOAD
TYPE 1

STRAIGHT SLEEVE
BALL BEARING

BUSHING
GUIDE POST

BALL BEARING
DEMOUNTABLE

BUSHING

BALL BEARING
DEMOUNTABLE

TYPE 2
PRE-LOAD RELIEVED

TYPE 2

Retainer Assembly
Type 2 

MDL Ball Bearing Cages are manufactured from aluminum alloy heat 
treated tubing with tough and wear-resistant properties. Balls are 
made of bearing quality alloy steel through hardened and thoroughly 
inspected.

Operating Conditions:

Type 1:

In this condition at the top end of the stroke, the Guide Post does not 
leave the top end of the Bushing and the entire Cage remains under
pre-load. At the bottom end of the stroke, the lower end of the Guide 
Post and the Retainer Assembly can leave the lower end of the Cage.

On type 1 condition, the Cage remains under full pre-load contact with 
the Guide Post and the Bushing during the entire length of the stroke.

Type 2:

In this condition at the upper end of the stroke, the Guide Post may 
leave the top end of the Bushing. When this happens the Cage starts 
to travel with the Guide Post. At the bottom end of stroke, the Guide 
Post and the Retainer Assembly cannot leave the lower end of the 
Cage due to a Snap Ring.

On type 2 condition, the Cage remains under pre-load with the Guide 
Post and the Bushing only when the lower end of the Guide Post 
goes below the top end of the Bushing.

To select Ball Bearing Cages length, see page 15 when using with 
Cage type 1, or page 17 when using with Cage type 2.

GUIDE POST

10

Type 1 
Retainer Assembly

TYPE 1

TYPE 2

C05.DDD.000 C06.DDD.000

BLACK



Demountable Ball Bearing Bushings

0.708

2.8253

1.8117

2.5499

1.65281.5222

2.3237

1.3961

2.1053

1.3340

1.9979

1.2070

1.77781.6686
1.1439

CLAMP ARRANGEMENTS

3

B46.016.008

2

B46.014.007

CATALOG NUMBER

1 3/4 2 1/2

B46.024.019

B46.024.022

B46.024.016

B46.016.014

B46.016.011

B46.016.020

B46.016.017

B46.014.010

B46.014.013

B46.020.016

B46.020.019

B46.020.022

B46.010.007

1 1/4

F

1.25

2.00

1.75

1.50

1D1

B46.008.005

B46.008.007

B46.010.011

2.50

2.75

3.50

3.25

3.00

4.25

4.75

5.00

5.50

4.00

B46.008.011

2.25 B46.008.009 B46.010.009 B46.012.009

B46.012.012

B46.012.014

B46.012.006

1 1/2

4 1/4

4 3/4

4.908

4

4.283

4 1/8

3 3/4

1.9375

2 11/16

3.08182.7639

2 5/16

3 1/4

3 5/8

3.783

2 7/8

2 1/2

1.4375

3.033 3.283

2 3/4

3 1/8

1.6875

2 5/64

2.5026

1 45/64

2.1264 2.2505

1 27/32

A25.010.006

B01.008.001

3

1.1875

2 3/8

2.533

2 1/82

3D

D

Qty

E

D4 2.283

1 7/8

2 1/8

1 15/32

1.8722

M

SCREWS

2

1

Q

Q
N

T

1.7462

1 11/32

CLAMPS

60 - 64 HRc
Case  Hardened

9

(5/16-18 X 3/4)

B43.DDD.LaLaLa B46.DDD.FFFStripper Plate Ball Bearing Bushings

ExamplesTo Be Use With

GUIDE POST
STRAIGHT

GUIDE POST
DEMOUNTABLE 

TYPE 2
BALL CAGE

BALL CAGE
TYPE 1

TYPE 3
BALL CAGE

50

CLAMP ARRANGEMENTS

CATALOG NUMBER

40

B43.040.039

93

79

81

36,8

61,4

56,4

53,0

B02.006.000

B43.040.046

B43.040.054

75

64

65

32,3

52,4

44,0

48,6

4

B43.050.046

B43.050.054

B43.040.042

STRAIGHT
SLEEVE BALL

BEARING
BUSHING

For Type 3 Cage
Snap Ring

32

Case  Hardened
60 - 64 HRc

25

B43.025.035

B43.025.030

63

50

54

29,3

46,5

43,4

38,0

43

54

45

27,0

42,1

39,6

33,5

3

24

D1

E

20

25

29

2

3D

D4

D

N
Q

1

2
Q

M

36

44

Qty

CLAMPS

SCREWS

32

B43.032.035

B43.032.030

B43.032.042

DEMOUNTABLE
BALL BEARING

BUSHING

B43.032.039

A05.006.012
(M6 X 12)

C03.DDD.001

ExamplesTo Be Use With

TYPE 1

TYPE 2

BALL BEARING

GUIDE POST

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 

BALL CAGE

BALL CAGE

BLACK



32 1/2

B35.024.027

B35.024.024

B35.024.030

B35.024.034

B35.024.038

B35.020.027

B35.020.030

B35.020.034

B35.020.038

B35.020.024

21 1/2

B35.014.014

B35.014.017

CATALOG  NUMBER

1 3/4

B35.014.036

B35.014.028

B35.014.032

B35.014.020

B35.014.022

B35.014.024

B35.016.019

B35.016.028

B35.016.036

B35.016.032

B35.016.025

B35.016.022

B35.016.016

B35.024.042

4 1/43 3/4

B35.020.042

2 1/2 2 3/4 3 1/4

B35.016.040

1 1/4

B35.010.014

B35.010.018

B35.010.016

B35.010.012

60 - 64 HRc

B35.008.010

1

B35.008.018

B35.008.016

B35.008.014

B35.008.012

B35.010.024

B35.010.020B35.008.020

2.50

D

Lb
1

4.50

3.75

4.25

4.00

3.50

3.00

6.25

6.75

6.00

5.50

5.00

9.00

9.50

7.50

8.50

8.00

7.00

4.75

Case  Hardened

2 1/81 7/8D2

8

10.50

10.00

B35.012.028

B35.012.032

B35.012.022

B35.012.024

B35.012.020

B35.012.012

B35.012.015

B35.012.018

TYPE 1

TYPE 2

STRAIGHT
BALL BEARING

GUIDE POST

DEMOUNTABLE 
BALL BEARING

GUIDE POST

To Be Use With

BALL CAGE

BALL CAGE

bB35.DDD. LLb bL

ExamplesTo Be Use With

BUSHING

STRIPPER PLATE
BALL BEARING

TYPE 1
BALL CAGE

GUIDE POST
STRAIGHT

GUIDE POST
DEMOUNTABLE 

BALL CAGE
TYPE 2

C13.050.080

C13.040.063

C13.040.052

C13.050.100

25

40 50

TYPE 3

C13.032.040

C13.032.052

Lc

40

63

80

52

125

C13.025.040

C13.025.052

25D1 32

CATALOG NUMBER

BUSHING

STRAIGHT SLEEVE
BALL BEARING

BUSHING
BALL BEARING
DEMOUNTABLE

TYPE 3

X 4,2 4,9 5,7 6,7

C03.DDD.001

Snap Ring
For Type 3 Cage

Selection of Stripper Plate Ball Bearing Cage is based on Guide Post diameter, stroke of Stripper 
Plate (C) in relation to Plate where Guide Post is attached and length of Stripper Plate Ball 
Bearing Bushing used, according to the following formula:

                                                     Lc > C + E + 10 + X
                                                              2

Stripper Plate Ball Bearing Cages C13.DDD.LcLcLcStraight Sleeve Ball Bearing Bushings

Examples

MDL Straight Sleeve Ball Bearing Bushings should not be press-fit since close-in may occur.
If properly installed, no honing is necessary.

MDL recommends that Straight Sleeve Ball Bearing Bushings should be installed using Loctite 603.
             

For selection of appropriate Sleeve or Demountable Ball Bearing Bushing length, see page 15 when using with Cage
                  type 1, or page 17 when using Cage type 2.
        

Assembly Instructions:
 

1.Press Guide Posts into Punch Holder Plate. End of Guide Posts with drill and tapped hole should not be pressed in.
For D emoun table  Ball  Bearing Guide Posts use  Cla mps a nd Sc rews sup plied .        

 2  .Be  sure Guide Po sts a re perpe ndicul ar to th e su rface of the  Punch H older (0.0 0 1 in 6 inches).
3.Mo unt B all Bea ring C age s on the Guide P osts using R et aine r Asse mbly su pplied.   
4.Place D ie S hoe on  a flat su rfa ce.  For Big Die S ets w e recomm end using two horses to keep the bores accessible on both ends.
5.Place on  Die Sh oe tw o p arallels  havi ng h eig ht as clos e as possible Minim um Shut H eig ht.       
6.Degre ase Sle eve a nd D ie Shoe  Bore us ing app ro priate so lvent and wipe care fully. 
7.Apply a th in laye r of L oct ite 603 on t he Bo res and Slee ves.    
8.Positio n the Sleev e i nto Bor e.      
9.Bring th e Pu nch Ho lder into position until it rests on the two parallels.
10.Che ck th at the Sleeves are in the rig ht p os ition.    
11.Allow  the r equ ired time to  ha rden : 4 h ours at 72°F. Do not use Die Set during hardening process.

                 

BLACK

63 80

C13.025.063

C13.025.080

C13.032.063

C13.032.080

100

140

C13.040.080

C13.032.100 C13.040.100

C13.040.125

C13.050.063

C13.050.125

C13.063.100

C13.063.125

C13.080.140

C13.080.125



32 1/221 3/41 1/21 1/41D1

D 1 5/16 1 9/16 1 7/8 2 1/4 2 1/2 3 1/32 3 1/2
E
d
m

Qty

CLAMPS

SCREWS

M
N
Q
Q
T

F

2.50

2.75

3.00

3.25

3.50

3.75

4.00

4.25

4.50

4.75

5.00

5.25

5.50

5.75

6.00

6.25

6.50

6.75

7.00

7.25

7.50

7.75

8.00

8.25

8.50

8.75

9.00

9.25

9.50

9.75

10.00

10.25

10.50

10.75

11.00

11.25

11.50

12.00

12.25

13.00

13.25

14.00

14.25

14.50

15.00

15.25

16.00

17.50

18.00

12.50

1.1875 1.4375 1.6875 1.9375 2.4375

3 4

0.2756

CATALOG NUMBER

P26.008.010

P26.008.011

P26.008.012

P26.008.013

P26.008.014

P26.008.015

P26.008.016

P26.008.017

P26.008.018

P26.008.019

P26.008.021

P26.008.023

P26.008.025

P26.008.027

P26.008.029

P26.008.031

P26.010.013

P26.010.014

P26.010.015

P26.010.016

P26.010.017

P26.010.018

P26.010.019

P26.010.021

P26.010.023

P26.010.025

P26.010.027

P26.010.029

P26.010.031

P26.012.013

P26.012.014

P26.012.015

P26.012.016

P26.012.017

P26.012.018

P26.010.035

P26.010.039

P26.010.043

P26.012.050

P26.012.046

P26.012.044

P26.012.042

P26.012.040

P26.012.038

P26.012.036

P26.012.034

P26.012.032

P26.012.030

P26.012.028

P26.012.026

P26.012.24

P26.012.022

P26.012.020

P26.014.015

P26.014.016

P26.014.017

P26.014.018

P26.014.019

P26.014.021

P26.014.023

P26.014.025

P26.014.027

P26.014.029

P26.014.031

P26.014.033

P26.014.035

P26.014.039

P26.014.043

P26.014.037

P26.014.041

P26.014.045

P26.014.049

P26.014.053

P26.014.057

P26.014.061

P26.016.017

P26.016.018

P26.016.019

P26.016.021

P26.016.023

P26.016.020

P26.016.022

P26.016.024

P26.016.026

P26.016.028

P26.016.030

P26.016.032

P26.016.034

P26.016.036

P26.016.038

P26.016.040

P26.016.042

P26.016.044

P26.016.052

P26.016.048

P26.016.064

P26.016.060

P26.016.056

P26.024.058

P26.020.060

P26.020.072

P26.020.024

P26.020.026

P26.020.028

P26.020.032

P26.020.036

P26.020.040

P26.020.044

P26.020.048

P26.024.070

P26.024.024

P26.024.026

P26.024.030

P26.024.034

P26.024.038

P26.024.042

P26.024.046

B01.006.000 B01.008.000

13/16 63/64 1 1/8 1 19/64 1 27/64 1 43/64 1 59/64
1.1436 1.4247 1.5622 1.7309 1.8540 2.1009 2.3484
0.8210 0.9660 1.0363

1.4251 1.5135 1.6903 1.8671

3

1

2

0.708

1/4 NC 5/16 NC 3/8 NC 1/2 NC 5/8 NC

7

0.606
1.1090 1.3602 1.4820

A25.008.006
(1/4-20 X 3/4)

A25.010.006
(5/16-18 X 3/4)

P26.DDD.FFFClamp and Component Parts Demountable Ball Bearing Guide Post

18,3

B02.006.000

14,5

B01.006.000

SCREWS

B

D

C

Cat. N°

A

B01.008.000

19,8

4,9

9,5

15,915,9

8,7

4,9

15,5

10,0

5,0

USED WITH ASSEMBLY TYPE

C01.025.001

C01.032.001

C01.040.001

C01.050.001

C01.063.001

C01.080.001

50

80

63

25

40

32

POST
DIA.

C02.040.001

C02.032.001

C02.025.001

C02.080.001

C02.063.001

C02.050.001 C02.050.002

C02.080.002

C02.063.002

C02.040.002

C02.032.002

C02.025.002

1 2

Retaining
Washer Type 1

Retaining
Washer Type 2

Bushing
Type 2

Snap Ring
Type 2

Snap Ring
Type 3

Type 1
Retainer

Assembly
(Screw

and Washer)

Type 2
Retainer

Assembly
(Screw,
Washer,

Bushing and
Snap Ring)

2

C01.025.000

C01.032.000

C01.040.000

C01.080.000

C01.063.000

C01.050.000

C02.040.003

C02.032.003

C02.025.003

C02.080.003
_

C02.063.003
_

C02.050.003

21&

C02.050.000

C02.063.000

C02.080.000

C02.025.000

C02.032.000

C02.040.000

2 3

Retainer Assembly

C03.050.001

C03.040.001

C03.032.001

C03.025.001

Lubric ation Recomendation

MDL Ball Bearing Components, under
normal operating conditions, should
be lubricated using mineral oil of
viscosity 66,0/75,0 cSt at 40ºC
once every eight hours shift.

This lubricant may be applied by
spry or clean brush.

26

A06.006.020
(M6 X 20)

A06.008.020
(M8 X 20)

A06.010.025
(M10 X 25)

A06.012.030
(M12 X 30)

A07.016.035
(M16 X 35)

A07.020.040
(M20 X 40)

A05.006.016 A05.008.020
(M6 X 16) (M8 X 20)

A05.006.012
(M6 X 12)

Screw
DIN 7380
DIN 7984

A06 A07

Clamps

BLACK



CLAMP ARRANGEMENTS

Case Hardened
60 - 64 HRc

6

 

Type 2
Retainer Assembly

Type 1
Retainer Assembly

C05.DDD.000 C06.DDD.000

Demoutable Ball Bearing Guide Post Bore Sizes

DEMOUNTABLE BALL BEARING BUSHING B41/43

STRAIGHT SLEEVE BALL BEARING BUSHING B30

DEMOUNTABLE GUIDE POST P21

D

2D

D1

D

2D

D1

D

D1

27

STRAIGHT GUIDE POST P10

39,971
39,955

24,976
24,963D

1D

 

31,971
31,955

62,965
62,946

49,971
49,955

5445 65 81 95

54

32

54,000
54,01945,016

45,000
65,019
65,000

81,022
81,000 95,000

95,022

54,019
54,000

45

25

45,016
45,000

65

40

81

50

65,019
65,000

81,022
81,000

95

63

3225 40 50 63

95,022
95,000

80

79,963
79,944

25 32 6340 50 80

31,971
31,95524,963

24,976 62,965
62,94639,955

39,971 49,971
49,955 79,944

79,963

25 32 6340 50 80

80

112

112

112,000
112,022

112,000
112,022

Bore for MDL Guide Posts and Bushings should be precision bored, smooth 
and free from toll marks to provide proper bearing area.

Ball Bearing 

BUSHING

STRAIGHT SLEEVE
BALL BEARING

BALL CAGE

BALL BEARING
DEMOUNTABLE

To Be Use With

BUSHING

BALL CAGE

TYPE 2

TYPE 1

Examples

MDL Demountable Ball Bearing Guide Posts feature bearing
quality alloy steel, case hardened, precision ground with a
smooth surface finishing that assures free rolling of cage balls
and extended life components.

All MDL Demountable Ball Bearing Guide Posts are drilled and
tapped at both ends. The bottom end tap is used for mounting
the Ball Cage Retainer Assembly.

MDL Demountable Ball Bearing Guide Posts are supplied 
with Type 2 Retainer Assembly, Clamps and Screws.
If Type 1 Retainer Assembly is required, please advice.

To select Guide Post Length, see page 14.

BLACK

 



1D

d

m

L

3.25

3.75

4.25

4.50

4.75

5.00

5.25

5.50

5.75

6.00

6.50

7.00

7.25

7.50

7.75

8.00

8.50

8.75

9.00

9.25

9.50

10.00

10.50

11.00

11.50

12.00

12.50

13.00

14.00

15.00

16.00

17.00

18.00

20.00

1 1

 

1/4 1

 

1/2 2 2 1/2 3

1/4 NC 5/16 NC

P17.008.013

3/8 NC 1/2 NC 5/8 NC

0.22

CATALOG NUMBER

P17.008.017

P17.008.015

P17.008.018

P17.008.019

P17.008.020

P17.008.021

P17.008.022

P17.008.023

P17.008.024

P17.008.026

P17.008.028

P17.010.017 P17.012.017

P17.012.020

P17.010.019

P17.010.021

P17.010.022

P17.008.030

P17.008.032

P17.008.034

P17.008.036

P17.010.023

P

P17.010.026

17.010.024

P17.010.028

P17.010.030

P17.010.032

P17.010.034

P17.010.036

P17.010.040

P17.010.044

P17.010.048

P17.012.023

P17.012.024

P17.012.026

P17.012.028

P17.012.030

P17.012.032

P17.012.034

P17.012.036

P17.012.040

P17.012.038

P17.012.042

P17.012.044

P17.012.046

P17.012.048

P17.012.050

P17.012.052

P17.012.056

P17.014.020

P17.014.023

P17.014.026

P17.014.028

P17.014.030

P

P17.014.032

17.014.034

P17.014.036

P17.014.038

P17.014.040

P17.014.042

P17.014.044

P17.014.046

P17.014.048

P17.014.050

P17.014.052

P17.014.056

P17.014.060

P17.014.068

P17.016.023

P17.016.026

P17.016.029

P17.016.030

P17.016.031

P17.016.032

P17.016.034

P17.016.036

P17.016.038

P17.016.040

P17.016.042

P17.016.044

P17.016.046

P17.016.048

P17.016.050

P17.016.052

P17.016.056

P17.016.060

P17.016.064

P17.016.068

P17.016.072

P17.020.032

P17.020.035

P17.020.038

P17.020.040

P17.020.044

P17.020.048

P17.020.052

P17.020.056

P17.020.068

P17.020.072

P17.020.080

P17.024.034

P17.024.037

P17.024.040

P17.024.044

P17.024.048

P17.024.052

P17.024.056

P17.024.068

P17.024.080

5

1 3/4

P17.DDD.LLLStraight Ball Bearing Guide PostGuide Post Lenght Selection

28

For Straight Guide Post, if calculated length (L) is not available:
Select the immediately longer Guide Post and cut it or select the
im ediately shorter Guide Post and press it on the Punch Holder
of Die Set until exact length is obtained.

For Demountable Guide Post, if calculated length (F) is not available:
Select the immediately shorter one.

NB: Demountable Guide Post should never be cut.

Demountable Guide Post

F<H

 

- J - h - C + E - C

Demountable Bushing

Straight Guide Post

NB: h=h1 (for type 1); h=h2 (for type 2); for E see page 21; for T see page

 

19; J1=J2=4

H>C2+Lb

2L=H - h - J F<H - h - J -

 

C2 L=H

 

-

 

J

 

-

 

h

  

-

 

C

  

+

 

E12

CAUTION:

1

Demountable Guide Post

Straight Sleeve Bushing

Straight

 

Guide

 

Post

211

Selection of Ball Bearing (Straight or Demountable) and Cages for

 

type1 is based on Guide Post diameter and stroke of tool using
chart of page 29:

1. Select desired Guide Post diameter "D1".
2. Select required stroke of tool "C" (don't forget to add grinding allowance of tool to press stroke).
3. Move down the stroke column until you reach the

 

color area corresponding to the Guide Post diameter used. Up to 2" diameter,
each color corresponds to one Ball Bearing Cage

 

length available. Choose the Ball Bearing Cage that best suites your tool. Long
Cages provide longer life.

4. Move horizontally to select the leng ht of Ball Bearing Bushings

 

(Straight

 

or Demountable). Maximum length of Ball Bearing
Bushings is limited by space available between the plates of the Die Set (dont' forget to consider "T" for Demountable
Guide Post and die grinding allowance). To check interference, use

 

formula

 

above label as "CAUTION".

NB: Demountable Ball Bearing Bushings La = E + F

T

Mounting position:
The retainer assembly 
holds the Cage. op point of tool stroke Low point of tool stroke

Type 1: The Cage is under full pre-load during the entire
stroke of the tool.

H>C2+Lb+TCAUTION: H>C1+C2+F'CAUTION: H>C1+C2+F'+TCAUTION:

18,5

D1

a

h1

h2

15,5

12,5

16,010,49,3

5,8 6,9

12,611,5

8,0 9,1

14,0

25 32

14,5

5040

14,5

15,0

8063

BLACK

Calculations for Guide Post Length (L for St aight, F for Demountable)r

m



BUSHING

STRAIGHT SLEEVE
BALL BEARING

Retainer Assembly

4

Retainer Assembly
Type 1 Type 2 

60 - 64 HRc
Case  Hardened

CAUTION:

Tool design with Ball Bearing Components for a certain press
stroke should never be used in a press with bigger stroke.

It may be used in a press with smaller stroke.

BALL CAGE

BALL BEARING
DEMOUNTABLE

To Be Use With

BUSHING

TYPE 2

BALL CAGE

TYPE 1

C05.DDD.000 C06.DDD.000

Examples

Straight Ball Bearing Guide Post
Type 1 Bushing & Ball Cage

Selection Chart

100 150

29

10

65

80

110

130

95

Lb

DIA.
POST

25

FD1

35

50

65

BALL BEARING BUSHING

32

40

65

80

50

65

80

100

50

95

110

130

150

170

80

130

150

110

190

215

240

265

170
50

65

80

100

120

170

190

240

265

215

150

63

80

120

140

100

170

190

240

265

215

150

80

95

130

150

110

190

215

170

50

STROKE "C" INCLUDING DIE GRINDING ALLOWANCE

DEMOUNTABLE

(PG 21)

STRAIGHT

SLEEVE

(PG 20)

10

10

10

10

15

15

100

120

140

CAGE
BALL

48

Lc

60

84

98

98

(PG 23)

36

48

36

48

70

M
a
x
im

u
m

D
ie

 G
ri
n
d

A
llo

w
a
n
c
e

MDL Straight Ball Bearing Guide Posts feature bearing quality 
alloy steel, case hardened, precision ground with a smooth 
surface finishing that assures free-rolling of cage balls and 
extend life of components.

All MDL Straight Ball Bearing Guide Posts are drilled and 
tapped at the bottom end, which is used for mounting 
the Ball Cage Retainer Assembly.

M

To select Guide Post Length, see page 14.

DL Straight Ball Bearing Guide Posts are supplied with Type 2
Retainer Assembly.
If Type 1 Retainer Assembly is required, please advice.

MDL recommends that Straight Ball Bearing Guide Posts should 
be pressed at least 1.5 x its nominal Diameter (D1) into 
Punch Holder. Never less than 1.0 x Diameter.

BLACK



  

Selection of Ball Bearing Bushings
(Straight or Demoutatable) and Cages
for Type 2 is based on Guide Post
diameter and stroke of tool using chart
of page 31:

1. Select desired Guide Post 
    diameter "D1".

2. Select required stroke of tool "C"
    (don't forget to add grinding allowance
    of tool to press stroke).

3. Move down the stroke column until
    you reach the color of desired 
    operating conditon.

4. Move horizontally to the left to select
    the length of Ball Bearing Bushing
    (Straight or Demountable) and Cage.

On Type 2, each Ball Bearing Cage
length corresponds to one Ball Bearing
Bushing length.

Caution: Length of Ball Bearing Bushing
is limited by space available between
the plates of the Die Set (don't forget to
consider "T" for Demountable Guide Post).
To check interference, use formula on 
page 28 label as "CAUTION".

Operating
Conditions

Guide Post Lenght

 

calculation see page 28.

30

Type 2: The cage pre-load can vary from partial
pre-load up to totally free, according to selected
conditions.

TYPE

 

1

TYPE 2

SLEEVE BUSHING

DESMOUNTABLE
BUSHING

3

Metric Index

Bore Sizes

Type 1 Selection Data and Chart

Type 2 Selection Data and Chart

Stripper Plate Ball Bearing Cages

Stripper Plate Ball Bearing Bushings

Ball Bearing Cages

Demountable Ball Bearing Bushings

Straight Sleeve Ball Bearing Bushings

Demountable Guide Posts

Straight Guide Posts

B41

C12
C11

B30

P21

P10

B43

C13

......................27

.................30-31

.................28-29

......................25

......................24

.................22-23

......................21

......................20

......................19

......................18

......................26
Clamp, Component Parts and
Lubrication Recommendation

Type 2 Operating Conditions

BLACK



2

......................13

.................16-17

.................14-15

.................10-11Ball Bearing Cages

Type 2 Selection Data and Chart

Type 1 Selection Data and Chart

......................12

Clamp, Component Parts and
Lubrication Recommendation

Bore Sizes

Straight Sleeve Ball Bearing Bushings ......................08

Demountable Ball Bearing Bushings ......................09

Demountable Ball Bearing Guide Posts .................06-07

Straight Ball Bearing Guide Posts .................04-05

Inch Index

150

Type 2 Bushing & Ball Cage
Selection Chart

     
 

5010 100

STROKE "C" INCLUDING DIE GRINDING ALLOWANCE

31

POST
DIA.

25

1D

32

40

50

63

80

80

95

110

65

bL

80

95

110

130

80

110

95

170

150

170

190

215

150

170

190

130

150

110

130

150

170

240

265

150

215

240

265

190

190

215

240

265

170

215

130

100

120

140

120

65

80

100

50

80

100

50

65

65

80

F

65

35

50

DEMOUNTABLE

(PG 21)

STRAIGHT
SLEEVE
(PG 20)

BALL BEARING BUSHING

90

70

55

100

90

70

85

70

125

135

105

115

105

105

140

120

160

150

125

155

145

135

115

180

215

205

190

145

195

185

165

145

215

205

190

180

165

170

110

cL

BALL
CAGE

(PG 23)

100

120

140

C25
C26

B46

B35

P26

P17

BLACK
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MDL - Máquinas Danly Ltda.
São Paulo - SP - Brasil

MDL Rodis S.A.S.
Soutz - 68 - França

MDL de México S.A. de C.V.
Queretaro - QRO - México

MDL Mold & Die Components Inc.
Columbus - IN - USA

Porter Besson S.A.S.
Serre les Sapins - 25 - França

MDL - Brazil

MDL - India MDL - Porter Besson, France

MDL - France MDL - Mexico

MDL - USA

COMPRESSION SPRINGS
100% Chrome Silicone Steel

Rectangular Wire Construction

Note: MDL Springs are designed to be interchangeable with springs from
“Danly/IEM” and other manufacturers of the same size, color, and type.

Danly/IEM is a registered trademark of Connell Limited Partnership.  MDL Mold & Die Components, Inc.  
is not connected, in any way, to the Danly/IEM or  Connell Limited Partnership

“D” STYLE

MDL - Mold & Die Components Inc.
4572 N. Long Road - Columbus - Indiana - 47203

Phone: 1-800-574-0059  or  1-812-373-0021  -  Fax  1-812-373-0042
www.mdlcomponents.com    •    sales1@mdlcomponents.com


